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PROPOSED BUILDING

RELOCATED TRAILER

(BY CMS)

DRY DETENTION BASIN

CONCRETE

SIDEWALK

60'X60'

PLAYGROUND

SEE SHEET C400

FOR DETAIL

CONCRETE

SIDEWALK

BUILDING ADDITION

NEW CURBS FOR

PLANTING ISLANDS

NEW CURBS FOR

PLANTING ISLANDS

PROPOSED

FIRE LANE

CONSTRUCTION

LAYDOWN

AREA

TEMPORARY

CONSTRUCTION

FENCE

TEMPORARY

CONSTRUCTION

FENCE

GATES

GATES

TEMPORARY

CONSTRUCTION

FENCE

GATES

GATES

GATE

RELOCATED PARKING SPACES (8)

PROPOSED

SIDEWALK

9'

18'

PROPOSED 6" SEWER

SANITARY CLEANOUT W/

CONCRETE DONUT (4)

REPLACE EXISTING SIDEWALK

REMOVED DURING SEWER

CONNECTION

NEW SIDEWALK TO

BE TIED TO EXISTING.

SEE SHEET GRADING

PLAN, SHEET C200.

10'X15' BORE PIT

WORKING AREA

10'X15' RECEIVING PIT

WORKING AREA

20LF 10" STEEL CASING

CONTRACTOR TO VERIFY DEPTH

OF UGP PRIOR TO CONSTRUCTION

4" SEWER

PIPE

PROPOSED GREASE TRAP

INSTALLATION

SEE PLUMING PLAN

REPLACE EXISTING

SIDEWALK W/ 5' MIN.

SIDEWALK

REPLACE EXISTING

SIDEWALK W/ 5' MIN.

SIDEWALK REPLACE EXISTING

SIDEWALK W/ 5' MIN.

SIDEWALK

EXISTING 6" FIRELINE

FDC

1
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4' FROM STRUCTURE

3' FROM STRUCTURE

R30'

R30'

R60'

R40'

R50'

R30'

R30'

7

EX.

9

5

3

NEW UNDERGROUND

ELECTRIC. REFER TO

ELECTRICAL SHEETS

FOR DETAILS.

RELOCATED BASKETBALL

COURT WITH WHITE PAINT

STRIPPING.

RELOCATED GOALS WITH

36"x36"x48" CONCRETE FOOTINGS.

TREE SAVE AREA

2.265 ACRES

CONTRACTOR TO INSTALL

CAST IRON SLEEVE TO

WATERLINE UNDER NEW

CONCRETE SLAB

20'

20'

20'

30.21'

21.03'

30.01'

REPLACE EXISTING

GRAVEL REMOVED

DURING UGT INSTALLATION.

5' CHAIN-LINKED

FENCE.

12' GATE FOR

MAINTENANCE

ACCESS

S

A

N

S

A

N

SANITARY

CLEANOUT W/

CONCRETE

DONUT (4)

TREE PROTECTION

FENCE

TREE PROTECTION

FENCE

EXISTING ASPHALT

SIDEWALK TO REMAIN

EXISTING IMPROVEMENTS AND

STRUCTURES WITHIN THE BUFFER

ARE TO REMAIN. NO CHANGES TO

THE BUFFER REQUIRED IN THESE

AREAS. IF IMPROVEMENTS ARE

REMOVED, THE BUFFER AREAS WILL

NEED TO COMPLY WITH MINIMUM

PLANTING REQUIREMENTS.

EXISTING IMPROVEMENTS AND

STRUCTURES WITHIN THE BUFFER

ARE TO REMAIN. NO CHANGES TO

THE BUFFER REQUIRED IN THESE

AREAS. IF IMPROVEMENTS ARE

REMOVED, THE BUFFER AREAS WILL

NEED TO COMPLY WITH MINIMUM

PLANTING REQUIREMENTS.

5' SIDEWALK

5' SIDEWALK

8" SIDEWALK

5' SIDEWALK

5' SIDEWALK

5' SIDEWALK

5'

5'

7'

EXISTING 52 SPACE

BIKE RACK

PROPOSED ACCESSIBLE

PARKING SPACE

PROPOSED ACCESSIBLE

PARKING SIGN

REINSTALL (8) PICNIC TABLES AND (2)

BENCHES EMBEDDED IN 36"x36"x24"

CONCRETE FOOTING. FINAL LOCATIONS

TO BE DETERMINED BY CMS.

CONTRACTOR TO REPAIR/REPLACE

EXISTING CURB AND GUTTER AND

SIDEWALK AFTER CONSTRUCTION.

MATCH EXISTING CONDITIONS.

CONTRACTOR TO REPLACE SHRUBS

AND PROVIDE SPECIAL FERTILIZATION

FOR TREES AFTER CONSTRUCTION.

SEE ARBORIST NOTES ON SHEET L100

REPLACE EXISTING ASPHALT

REMOVED DURING UGP

INSTALLATION.

SEWER PROFILE
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STA 2+82.33

TOP 668.32

INV OUT 666.26 (8)
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STA 1+74.17

TOP 670.74

INV IN 665.14 (8)

INV OUT 665.14 (6)
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STA 1+13.04

TOP 670.51

INV IN 664.50 (6)

INV OUT 664.50 (4)
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STA 0+83.04

TOP 671.00

INV IN 664.19 (4)

INV OUT 664.19 (2)
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EX.

STA 0+00.00

TOP 669.75

INV IN 663.33 (2)

INV OUT 663.23 (EX.)

1.32'

10" HDPE

STORM PIPE
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PIPE TABLE

PIPE NAME

6

4

2

SIZE

6"

6"

6"

LENGTH

61.13 LF

30.00 LF

83.04 LF

SLOPE

1.04%

1.04%

1.04%

BEARING

S57° 49' 14"E

S57° 49' 14"E

S81° 58' 11"E

SANITARY SEWER SCHEDULE

EX.

3

5

7

9

TOP = 669.75

INV IN = 663.33 (W)

INV OUT = 663.23 (NE)

TOP = 671.00

INV IN = 664.19 (NW)

INV OUT = 664.19 (E)

TOP = 670.51

INV IN = 664.50 (NW)

INV OUT = 664.50 (SE)

TOP = 670.74

INV IN = 665.14 (W)

INV OUT = 665.14 (SE)

TOP = 668.32

INV OUT = 666.26 (E)

CLEANOUT

CLEANOUT

CLEANOUT

CLEANOUT

MANHOLE

SHARON ELEMENTARY
SCHOOL ADDITION
4330 Foxcroft Road

Charlotte, NC 28211

February 19, 2020

1111 Metropolitan Avenue, Suite 333

Charlotte, NC  28204

704.377.8800

1 2 3 4 5 6

A

B

C

D

E

DESIGN:
DRAWN:
REVIEW:

SHEET

SUBMITTAL

PROFESSIONAL
SEAL

CONSULTANT

DESIGNER

REVISIONS

NC Corporate Engineering License #: C-1652

BVC
RAS
BVC

0 10-16-19 SD SUBMITTAL

CN 8414

FOR CONSTRUCTION ONLY

610 E. Morehead Street, Suite 250

Charlotte, NC  28202

704.602.8600

1 11-06-19 50% DD SUBMITTAL
2 12-11-19 100% DD SUBMITTAL
3 01-09-20 50% CD SUBMITTAL
4 01-28-20 95% CD SUBMITTAL
5 03-04-20 CITY COMMENTS
6 03-13-20 REVIEW CYCLE 1
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SCALE 1"=40'

80'40'

SITE LAYOUT AND
UTILITY PLAN

C300

SEWER PROFILE

DENOTES  LIGHT DUTY ASPHALT PAVEMENT ON PLANS

DENOTES CONCRETE SIDEWALK ON PLANS

DENOTES  COMPACTED GRAVEL FIRE LANE ON PLANS

HATCH LEGEND

GENERAL NOTES:

1. DEVELOPMENT DATA TABLE

a. TAX PARCEL NUMBER: 18320402

b. EXISTING USE: ELEMENTARY SCHOOL

c. PROPOSED USE: ELEMENTARY SCHOOL

2. SITE ADDRESS:

4330 FOXCROFT ROAD

CHARLOTTE, NC 28211

3. ZONING: R-3

4. SETBACKS: FRONT YARD: 30 FT

SIDE YARD: 20 FT

REAR YARD: 45 FT

5. TOTAL SITE AREA: 14.71 ACRES

6. DISTURBED ACREAGE: 2.7 ACRES

7. BUA:

EXISTING: 239,599 SF

EXISTING TO BE REMOVED: 7,236 SF

PROPOSED: 30,450 SF

BUA %: 5%

8. BUILDING:

MAX. ALLOWABLE HEIGHT: 40 FT W/ ALLOWANCE UP TO 

100' WHERE IN COMPLIANCE 

WITH TABLE 9.205(1)(J)(B)

MAX. PROPOSED HEIGHT: 27 FT 4 INCHES

9. FLOOR AREA RATIO:

MAX. FAR ALLOWED: 0.50

FAR PROPOSED: SITE AREA: 14.71AC / 640,768 SQ. FT.

BUILDING AREA: 12,105 SQ. FT.

12,105 / 640,768 = 0.02

0.02

10. PARKING:

REQUIRED:

1 SPACE PER CLASSROOM

35 EXISTING CLASSROOMS

16 PROPOSED CLASSROOMS

51 SPACES REQUIRED

PROVIDED:

163 EXISTING SPACES

8 SPACES REMOVED

8 SPACES PROPOSED

163 SPACES PROVIDED

6 ADA/ACCESSIBLE SPACES PROVIDED

BIKE PARKING:

1 SPACE PER CLASSROOM

51 SPACES REQUIRED

52 SPACE EXISTING BIKE RACK

11. OPEN SPACE:

MINIMUM OPEN SPACE REQD.: 65%

OPEN SPACE PROVIDED: 10.62 ACRES

OPEN SPACE PERCENTAGE: 10.62 / 14.71 = 72.22%

12. TREE SAVE:

15% OF TOTAL SITE AREA REQUIRED

.15 x 14.71 ACRES = 2.2 ACRES

2.3 ACRES PROVIDED

13. FEMA:

PANEL NO.: 3710455100K

PANEL DATE: 02/19/2014

DENOTES  TREE SAVE AREA ON PLANS

GRAVEL FIRE LANE

NO SCALE

COMPACTED SUBGRADE

8" GRADED AGGREGATE

BASE COURSE (GABC)

NOTE:

1. ABC STONE BASE COURSE TO BE

COMPACTED TO 100% OF ITS

STANDARD PROCTOR MAXIMUM DRY

DENSITY.

DENOTES  COMPACTED GRAVEL FIRE LANE ON PLANS

PAVEMENT PROFILE

NO SCALE

COMPACTED SUBGRADE

2" TYPE C ASPHALT

SURFACE COURSE

8" GRADED AGGREGATE

BASE COURSE (GABC)

NOTE:

1. ABC STONE BASE COURSE TO BE

COMPACTED TO 100% OF ITS

STANDARD PROCTOR MAXIMUM DRY

DENSITY.

DENOTES  LIGHT DUTY ASPHALT PAVEMENT ON PLANS
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